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SHRUB AND GROUNDCOVER DETAIL

PROTECT TREE TRUNK WITH
BLACK RUBBER HOSE

#10 GUAGE WIRE

THREE 2" X 4" X 8" STAKES

3" MINIMUM OF MULCH

SOIL BERM TO HOLD WATER

FINISHED GRADE

B&B OR CONTAINERIZED

SPACE EVENLY AROUND TREE

TREE DETAIL

SHRUB/GROUNDCOVER SPACING DETAIL

SPACING EXCEPT WHERE NOTED
MASSES TO USE TRIANGULAR
ALL SHRUBS AND GROUNDCOVER
NOTE:

INDIVIDUAL PLANT SPACING.
REFER TO PLANT LIST FOR

E
Q

U
A
L

E
Q

U
A
L

1
8
" 
M

IN
.

BETWEEN DIFFERENT PLANT TYPES
PROVIDE MIN. 18" SPACING

CURB OR EDGE OF PAVEMENT

TREE TRANSPLANTING DETAIL

12. COORDINATE THE FINAL PLACEMENT OF TREES AS TO NOT OBSTRUCT THE PLACEMENT OF

11. SOD:  THE SPECIES OF GRASS FOR LAWNS SHALL BE ST. AUGUSTINE 'FLORATAM' AND

   SHALL BE INSTALLED AS SOLID SOD.

   PARKING LOT LIGHTING. ADJUST IN THE FIELD AT TIME OF PLANTING IF NECESSARY.

    PROVIDES RUST FREE, 100 PERCENT COVERAGE WITH 50 PERCENT MINIMUM OVERLAP.

    AT A MINIMUM, PROVIDE A 24 INCH RING OF MULCH AROUND TREE TRUNKS

3. ALL TREES SHALL BE INSTALLED IN ACCORDANCE WITH THE MINIMUM SIZES SHOWN

   OPERATION OF THE SYSTEM IF SUFFICIENT RAINFALL HAS OCCURED.

    NOXIOUS PESTS AND DISEASES.  IF NECESSARY, AMMEND TOPSOIL WITH HORTICULTURALLY 
4. TOPSOIL SHALL BE CLEAN AND FREE OF CONSTRUCTION DEBRIS, WEEDS, ROCKS

6.  MULCHING:  ALL EXPOSED SOIL AREAS IN PLANTING BEDS, INCLUDING HEDGE ROWS,
    SHALL BE KEPT WEED FREE AND MULCHED TO A MINIMUM THREE (3) INCH DEPTH,

  9. ALL LANDSCAPED AREAS SHALL BE PROVIDED WITH AN IRRIGATION SYSTEM THAT

  8. TREES AND PALMS SHALL BE GUYED OR STAKED AS PER THE DETAILS.

    EXCEPT THAT NO MULCH SHALL BE REQUIRED IN ANNUAL BEDS.  THE TYPE OF
    MULCH SHALL BE "FLORIMULCH".

10. THE IRRIGATION SYSTEM SHALL INCLUDE A RAIN SENSOR DEVICE WHICH WILL LIMIT THE

    LOCATED IN GRASS AREAS.

    ACCEPTABLE ORGANIC MATERIAL.

2. TREES SHALL BE INSTALLED IN ACCORDANCE WITH THE STANDARDS OF THE
    NATIONAL ARBORIST ASSOCIATION.

IN AREAS WHERE PAVED SURFACES ABUT SOD OR MULCH, THE FINAL GRADE LEVEL OF

FROM THE L.A. OR CLIENT

ESTABLISH PLANT MATERIAL UNTIL IRRIGATION IS 100% OPERABLE. 

NO SUBSTITUTIONS SHALL BE MADE WITHOUT WRITTEN AUTHORIZATION

CONTRACTOR SHALL ENSURE THAT ADEQUATE WATER IS SUFFICIENTLY 

RESPONSIBILITY TO VERIFY PLANT MATERIAL QUANTITIES, INCLUDING SOD, SOIL AND MULCH.
DISCREPANCIES, THE DRAWING SHALL TAKE PRECEDENCE.  IT IS THE CONTRACTOR'S
PLANT LIST QUANTITIES ARE PROVIDED FOR CONVENIENCE.  IN THE EVENT OF QUANTITY

SUPPLIED IN NECESSARY QUANTITIES TO ALL

BOTH SURFACES SHOULD BE EVEN.

7.

13.

14.

15.

    FOR NURSERY PLANTS" (LATEST EDITION) BY THE FLORIDA DEPARTMENT OF 
    FLORIDA NO. 1 OR BETTER AS DESCRIBED IN "GRADES AND STANDARDS
1. PLANT MATERIAL SHALL CONFORM TO THE GRADES AND STANDARDS FOR

    AGRICULTURE, CONSUMER SERVICES DIVISION.

 16. ALL MATERIAL SHALL BE FERTILIZED WITH THE APPROPRIATE FERTILIZER OR TABLETS

   IMMEDIATELY UPON INSTALLATION.

TWICE THE SIZE OF THE ROOT BALL OF THE TREE OR SHRUB BEING PLANTED.

5. PLANTING PITS:  ALL TREES AND SHRUBS SHALL BE PLANTED IN A PLANTING SOIL CONSISTING
OF A MIXTURE OF 50% MULCH AND 50% CLEAN, BROWN SAND.  PLANTNG HOLES WILL BE 

NEWLY INSTALLED PLANTINGS TO 

 17. LANDSCAPE AREAS, INCLUDING LANDSCAPED ISLANDS, WITHIN OR ABUTTING VEHICULAR

 USE AREAS SHALL BE EXCAVATED TO A DEPTH OF TWO AND A HALF FEET (2 1/2 ') TO ENSURE

 THAT ADEQUATE PLANTING SOIL EXISITS.  PARKING LOT BASE COURSE MATERIAL, LIMEROCK,

 ASPHALT, AND OTHER SIMILAR MATERIAL SHALL BE REMOVED TO A DEPTH OF TWO AND A HALF FEET (2 1/2')

TREES & TREES TO REMAIN ON SITE
TREE PROTECTION DETAIL FOR TRANSPLANTED
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